Detajl M
Porotherm 25-38 1ZO Profi Wienerberger

o Porotherm
v 25-38 1ZO Profi

Tankoslojni silikatni omet
Toplotno-izolacijski omet

Porotherm 25-38 1ZO Profi -Parket
Notranji omet - Cementni estrih (5 cm)

- PE folija

- ZvoCna izolacija (5 cm)

- AB plosca (30 cm)

- Hidroizolacijo

- Toplotna izolacija - XPS (25 cm)
- Podlozni beton (5 cm)

- U&vrséeni nasip

XPS 5 cm (Tl)
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Detajl spoja zunanje stene Porotherm 25-38 120
Profi z temeljno plosco

M 1:10 (DIN A4)
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Detajl
Porotherm 25-38 1Z0O Profi

4"!

Wienerberger

Tankoslojni silikatni omet
Toplotno-izolacijski omet
Porotherm 25-38 1ZO Profi
Notranji omet

- Parket

- Cementni estrih (5 cm)

- PE folija

- Zvocna izolacija (5 cm)
- Porotherm strop (20 cm)
- Notranji omet

XPS 5 cm (TI)

Porotherm Thermo

Dvoslojno 1Z0 steklo
z LOW-E premazom

preklada 12x6,5

preklade in Porotherm stropa v steni Porotherm
25-38 1Z0 Profi

M 1:10 (DIN A4)
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Detajl M
Porotherm 25-38 1ZO Profi Wienerberger

Zakljuéni sloj Iﬁ”ﬁl

fasade o

Termo omet
A= 0,09 W/m’K

XPS 5 cm (TI)

Tankoslojni silikatni omet
Toplotno-izolacijski omet
Porotherm 25-38 1Z0O Profi
Notranji omet Notranji omet

Detajl povezave podstreSja in stene Porotherm :
25-38 1Z0 Profi M1:10 (DIN A4)
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Detajl
Porotherm 25-38 1Z0O Profi

J’i

Wienerberger

1. vrsta

Zunanjost

Vijak za okvir
dolzina minimalna
Sirina stolpca + 19 cm

Termo omet
A= 0,09 W/m'K

Zunanjost i )
Vijak za okvir

dolZina minimalna
Sirina stolpca + 19 cm

Termo omet
A= 0,09 W/m

/

\

\Porotherm 25 1Z0 Profi

Notranjos
)= 0,23 W/m'K

2. vrsta

Zunanjost

Termo omet

Porotherm 25 120 Profi/

Notranjos
)= 0,23 W/mK

Zunanjost

Termo omet

A= 0,09 W/m'K
Izrezan blok

X = 0,09 W/mK
Izrezan blok

AR N

Notranjos

)= 0,23 W/miK

: R R R R B, XY
Porotherm 25 1Z0 Profi/

Notranjos ;
A= 0,23 Wm'K

Detajl okna v steni Porotherm 25-38 1Z0O Profi
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Detajl
Porotherm 25-38 1Z0O Profi

d’l

Wienerberger

Tankoslojni silikatni omet

Porotherm Toplotno-izolacijski omet
25-38 1ZO Profi Porotherm 25-38 1ZO Profi

XPS 5 cm (Tl)

Semmelrock

Notranji omet

tlakovci

7N\

- Parket

- Cementni estrih (5 cm)

- PE folija

- Zvocna izolacija (5 cm)
- Porotherm strop (22 cm)
- Notranji omet

Detajl povezave zunanje nosilne stene 25-38
|IZO Profi s kletno stropno plos¢o

M 1:10 (DIN A4)
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Porotherm 25-38 1ZO Profi Wienerberger

Tankoslojni silikatni omet
Toplotno-izolacijski omet
Porotherm 25-38 1ZO Profi
Notranji omet
Termo omet Zakljucni sloj
A= 009 W/m'K fasade
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Notranji omet

Nehrdajuéa spojnica za PTH
opeku (u svakom 2. redu)

Porotherm 10 Profi

Detajl povezave zunanje nosilne stene 25-38 _
|IZO Profi s predelno steno 10 Profi M 1:10 (DIN A4)
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Porotherm 25-38 1ZO Profi Wienerberger

1. vrsta

Toplotna izolacija Termo omet
Porotherm 25 1Z0O Profi Zakljucni sloj = 002 W/ )= 009 W/m'K
X = 0,23 W/miK fasade
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Notraniji t
Porotherm Profi ofanj ome

vogalnik 25/24,9

L Toplotna izolacija Termo omet
Porotherm 25 1Z0O Profi Zakljuéni sloj ) = 002 W ) = 009 W/mK

~ N= 023 WK \ fasade

NN \ TS \\\\ \\\\\\\\\\\

\\\\\\
\\\ \\\k \§§\\ \\\\\\

NS

NI\
‘\

=
!

NN NI

\\\ SRS

=
.

N

S \\\\ == \\\\\\\\\\\
e e

O
e

“.

o

HHE A UA U N

/,,/, % ./’/,’/,’1-}-
AR

/II/II/II/I{II{III//’

Porotherm Profi

Notranji omet
vogalnik 25/24,9

Porotherm DRI %\\\\ \\S

Rt Porotherm
N 25 1Z0 Profi
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Porotherm ‘ \\ Porotherm Porotherm
25 1Z0O Profi ‘ ‘ \ R \ 25 1Z0 Profi 25 120 Profi

\

25 1Z0 Profi 25120 Profi

Detajl prikljuCka zunanje nosilne stene 25-38

1ZO Profi z vogalom Porotherm Profi 25 M 1:10 (DIN A4)
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Detajl

My

Porotherm 25-38 1Z0O Profi Wienerberger
1. vrsta 2. vrsta
0,3 5 25 2
- 1+
0,3 5 25 2 :
1'|” ’Ib ’Ib 1b
Porotherm 25 1Z0O Profi
A= 0,23 W/mK
Porotherm 25 1Z0O Profi
X = 0,23 W/mk
Porotherm Profi
Porotherm Profi . vogalnik 25/24,9 Notranji omet
vogalnik 25/24,9 Notranji omet
T T R A ; ; T S SsSSsssSssN  rrre rr  T o~
? -
fou . 2# \ SN :..
Zakljucni sloj Termo omet © Zakljucni sloj Termo 2bcu;ka
= 0,09 W/mK
Toplotna izolacija fasade I Toplotna izolacija fasade A= 009 W/m'k
A= 0,02 W/m'k Porotherm 25 1ZO Profi A= 002 W/m'k Porotherm 25 1ZO Profi
X = 0,23 W/mK X = 0,23 W/mK

Detajl navpiCnega kroga v trku sten Porotherm 25-38 [ZO Profi

M 1:10 (DIN A3)
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Wienerberger

Porotherm 25-38 IZ0O Profi

Detajl

Paran red opeke

Neparan red opeke

25

25

035

Ly
1

L

L
IO

Porotherm 25 1Z0O Profi

0,23 W/m
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Notranji omet

Vertikalni serklaz
20 x 20 cm
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Nerjavna spojka za PTH

opeke (v vsaki 2. vrsti)
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Porotherm 25 1Z0O Profi

002 W/m'K

)

Porotherm 25 1Z0O Profi

002 W/m

A=

0,23 WjmK
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Detajl izvedbe AB navpicne serkla
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- Porotherm strop (20 cm)

- Cementni estrih (5 cm)
- Notranji omet

- PE folija
- Zvocna izolacija (5 cm)

4"!
Wienerberger
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Porotherm Thermo
preklada 12x6,5

Skatla za rolete
20 x 20 cm

viwv v

Resevanje toplotnega mostu na stiiSCu preklade

Notranji omet
XPS 5 cm (Tl)
XPS 5 cm (TI)
Dvoslojno 1ZO steklo
z LOW-E premazom
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Tankoslojni silikatni omet
Toplotno-izolacijski omet
Porotherm 25-38 1Z0O Profi

Detajl

in Porotherm stropa v steni Porotherm 25-38 1IZO | M 1:10 (DIN A4)

Profi s Skatlo za rolete
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My

Wienerberger

Kanal za odvajanje
deZevnice

BALKON

Tankoslojni silikatni omet

Toplotno-izolacijski omet
Porotherm 25-38 1ZO Profi
Notranji omet

Bitumenski trak

Detajl spoja med balkonom in
stropno plosco

M 1:10 (DIN A4)
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